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EU DECLARATION OF CONFORMITY
LIST _ series: DECO, ICON, MINI, FLEXI, TREND, LOGO, LIZA, JUNIOR, SENIOR, OTHERS.

Number of
declaration

Product name

DZUE-01-20-EN

Installation switches swing, alternating current, flush-mounted,
with or without illumination, with thread clamps, 10AX, 250V~, IP 20,
series: DECO, ICON, MINI, FLEXI, TREND, LOGO, LIZA, JUNIOR, SENIOR.

DZUE-02-20-EN

Installation switches swing, alternating current, surface-mounted,
with thread clamps, 10AX, 250V~, IP 20, LIZA series.

DZUE-03-20-EN

Installation switches swing in American style, alternating current, flush-
mounted, with or without illumination, with thread clamps, 10AX, 250V ~,
IP 20, series: DECO, ICON, MINI.

DZUE-04-20-EN

Hotel switch, alternating current, flush-mounted, 10AX, 250V~, IP 20,
DECO series.

DZUE-05-20-EN

Socket outlets, to be built in, two-pole with earth, with earth SCHUKO
or without earth, with increased contact protection/shutter, with
thread clamps, single and double, 16A, 250V~, IP 20, series: DECO,
ICON, MINI, FLEXI, TREND, LOGO, LIZA.

DZUE-06-20-EN

Socket outlets, to be built in, two-pole with earth or with earth SCHUKO,
with increased contact protection/shutter, with thread clamps, single,
splash proof, 16A, 250V~, IP 20, series: DECO, ICON, MINI, FLEXI, TREND,
LOGO, LIZA.

DZUE-07-20-EN

Socket outlets, to be built in, two-pole with earth, with thread clamps,
with key or without key, single, 16A, 250V~, IP 20, series: DECO, ICON,
MINI, FLEXI, TREND.

DZUE-08-20-EN

RTV and RTV-SAT sockefts, through and final, series: DECO, ICON, MIN!I,
FLEXI, TREND, LOGO, LIZA.

DZUE-09-20-EN

Single antenna TV socket, IP20, series: DECO, ICON, MINI, FLEXI, TREND,
LOGO, LIZA.

DZUE-10-20-EN

Single and double antenna F type sockets (SAT), nickel or gold-plated,
IP20, series: DECO, ICON, MINI, FLEXI, TREND, LOGO.

Karlik Elektrotechnik Sp. z 0.0. | ul. Wrzesiniska 29 | 62-330 Nekla | T: +48 61 437 34 00 | F: +48 61 437 34 04 | karlik@karlik.pl
NIP: 7891451126 | REGON: 631086705 | KRS: 0000114252 | BDO: 000101390 | Sad Rejonowy Poznan - Nowe Miasto i Wilda
w Poznaniu IX Wydziat Gospodarczy Krajowego Rejestru Sadowego | Kapitat zaktadowy: 1 069 700,00 PLN (optacony) | www.karlik.pl



DZUE-11-20-EN

Single antenna F type socket (SAT), single computer socket, IP 20,
series: DECO, ICON, MINI, FLEXI, TREND.

DZUE-12-20-EN

Single and doble telephone sockets, series: DECO, ICON, MINI, FLEXI,
TREND, LOGO, LIZA.

DZUE-13-20-EN

Single and double computer sockets, screened and non-screened,
category 5e, 6, 6A, 7 and 8, IP 20, series: DECO, ICON, MINI, FLEXI,
TREND, LOGO. LIZA.

DZUE-14-20-EN

Speaker multimedia sockets, RCA, BNC, HDM|, single and double,
and a mounting cube, IP 20, series: DECO, ICON, MINI, FLEXI, TREND,
LOGO.

DZUE-15-20-EN

HDMI single socet + single computer socket, IP 20, series: DECO, ICON,
MINI, FLEXI, TREND.

DZUE-16-20-EN

USB socket and USB chargers, single and double, IP 20, series: DECO,
ICON, MINI, FLEXI, TREND.

DZUE-17-20-EN

Electronic motion sensors, tfemperature controllers with a sensor
and roller shutter controllers, powered by an AC motor, single-pole
buttons, IP20, series: DECO, ICON, MINI, FLEXI.

DZUE-18-20-EN

Electronic dimmer push-rotary, IP 20, series: DECO, ICON, MINI, FLEXI.

DZUE-19-20-EN

Key transmitters for smart, wireless control system for lighting, heating,
air conditioning, EXTA FREE or EXTA LIFE window blinds, surface-
mounted, one-way or two-way fransmission, powered by a CR 2032
battery, IP20, DECO series.

DZUE-20-20-EN

Cable output, IP 20, series: DECO, ICON, MINI, FLEXI, TREND, LOGO.

DZUE-21-20-EN

Modular frames with glass effect, 4-unit sets, 6-unit sets (vertical
and horizontal), ?-unit sets and a non-standard modular frame
(1 module), IP20, DECO series.

Karlik Elektrotechnik Sp. z 0.0. | ul. Wrzesiniska 29 | 62-330 Nekla | T: +48 61 437 34 00 | F: +48 61 437 34 04 | karlik@karlik.pl
NIP: 7891451126 | REGON: 631086705 | KRS: 0000114252 | BDO: 000101390 | Sad Rejonowy Poznan -
w Poznaniu IX Wydziat Gospodarczy Krajowego Rejestru Sadowego | Kapitat zaktadowy: 1 069 700,00 PLN (optacony) | www.karlik.pl

Nowe Miasto i Wilda



DZUE-22-20-EN

Flush-mounted modular junction boxes 4-gang, é6-gang (vertical and
horizontal), -gang and a non-standard flush-mounted modular
junction box (1 module), IP20, DECO series.

DZUE-23-20-EN

Single surface-mounted boxes and expansion module for single
surface-mounted boxes, ready to make multiple frame sefts, designed
for fixing electrical installation equipment with screws, IP20, DECO/MINI
series.

DZUE-24-20-EN

Mounting boxes for a central vacuum cleaner suction socket and for a
central vacuum cleaner suction socket with a single socket with earth
2P+Z, IP 20, DECO series.

DZUE-25-20-EN

Central vacuum cleaner suction sockets and central vacuum cleaner
suction socket with a single socket with earth 2P+Z, IP 20, DECO series.

DZUE-26-20-EN

Supplementary plastic products, IP20, series: DECO, ICON, MINI, FLEXI,
TREND, LOGO. Intermediate frames with a cap, infermediate frames
with or without screen printing, adapter for 55x55 mm, Somfy Smoove
i0o/RTS mounting adapter, filling frames, frames for IP44 connectors,
sides for outer frames, caps, single and double buttons, buttons with an
eyelet, sealants.

DZUE-27-20-EN

Condenser for energy lamps and LED.

DZUE-28-20-EN

Light module for switches, DECO/ICON/MINI/FLEXI series.

DZUE-29-20-EN

Universal, vertical and horizontal frames, made of plastic, with glass
effect glass and wood, concrete, wood, in single, double, friple, 4-unit,
5-unit, é-unit and 7-unit sefts, IP20, series: DECO, ICON, MINI, FLEXI,
TREND, LOGO.

DZUE-30-20-EN

Horizontal surface-mounted installation boxes, single, double, triple,
quadruple, and single for double sockets, designed for fixing electrical
installation equipment with screws, IP20, series: TREND, LIZA.

DZUE-31-20-EN

Installation switches swing, alternating current, surface-mounted,
with or without illumination, with thread clamps, 10AX, 250V~, IP 54
or IP 44, series: JUNIOR, SENIOR.

DZUE-32-20-EN

Installation switches swing, alternating current, surface-mounted,
vertical or horizontal, with or without illumination + socket outlets, two-
pole with earth or with earth SCHUKO, with thread clamps, with
increased contact protection/shutter or without increased contact
protection/shutter, 10AX/16A, 250V~, IP 54, JUNIOR series.
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DZUE-33-20-EN

Socket outlets, surface-mounted, two-pole with earth or with earth
SCHUKO, with increased contact protection/shutter or without
increased contact protection/shutter, with thread clamps, single,
double and triple, 16A, 250V~, IP 54 or IP 44, series: JUNIOR, SENIOR.

DZUE-34-20-EN

Enclosures for low-voltage switchgears and confrol units.

DZUE-35-20-EN

Installation boxes with cover, insulating, four-way, equipped with
insulated threaded terminals of category W type Z-1 or without
terminals, IP20 or IP44.

DZUE-36-20-EN

Insulated threaded clamp, 380 V~, 4 x 2.5 mm?2.,

DZUE-37-20-EN

Angled plugs for household use, detachable with PE contact,
with SCHUKO contact and without contact, 16 A, 250 V~.

DZUE-38-20-EN

Single and double fibre / opftical socket, series: DECO, ICON, MINI.

DZUE-39-20-EN

Universal electronic weekly temperature confroller, IP30, probe for
electric weekly temperature conftroller, IP67, series: DECO, ICON, MINL.
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